PRODUCT CATALOG

@ BUCHANAN RUBBER LTD.



TERMS AND CONDITIONS OF SALE

SALES TAXES

F.O.B Toronto. Freight prepaid to all major Canadian Centers on shipments over 500Ibs or
$1,500.00.

TERMS
Net 30 days to approved accounts.
RETURNS

Merchandise may not be returned without authorization. Approved return must be prepaid and
are subject to a 15% restocking charge.

CONDITION OF SALE

The purchaser agrees to the following provisions:

a) “The seller shall not be liable in damages for, nor deemed to be in default by reason of
any failure or delay in shipment of all or any part of this order caused by war, fire,
flood, strikes, lockouts, accidents, Act of God, Government order or requirement,
interruption or shortage of materials or transportation facilities or other cause or
circumstance, similar or otherwise, beyond its control. “

b) “The seller may decline to deliver hereunder except for cash if at any time the
company shall not be satisfied as to the customer’s credit or responsibility.”

c) All prices are subject to change without notice.

WARRANTY

“The seller guarantees the said goods against original defects in material or workmanship for
(one year) from the date of shipment provided as follows:

a) the goods are used, operated and maintained in a competent and normal manner by
the buyer and in conformity with the seller’s instructions;

b) the sellers liability under this warranty shall be limited to the replacement or repairs of
any defective goods, free of charge to the buyer or, at the seller’s option a refund of
the purchase price less an adjusted charge for the service rendered by the defective
goods;

¢c) any expressed or implied warranty that the goods are adequate for any particular
purpose is hereby negated;

d) with respect to the goods not of the seller’'s own manufacture, this warranty shall
apply only to the extent that the seller is able to enforce a claim for liability against
the manufacturer thereof;

e) the buyer shall give written notice to the seller forthwith after the discovery of any
defect and thereafter shall make further use of the goods at his own risk;

f) the seller shall not be liable for consequential damages arising out of the installation or
use of the said goods;

g) this warranty is given in lieu of all other warranties, implied, statutory, or otherwise.”

CLAIMS
Our liability ceases when the goods are delivered to the Transportation Company and we hold

receipt for them. Make your claim on the Transportation Companies for concealed as well as
apparent damage, and advise us.
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UNIVERSAL

Safety Information : For air use on 1/2"-1" sizes only. To avoid injury do not use with steam hose

Air and

General

Purpose
Hose

UNIVERSAL FEMALE END

Gasket Material :NBR
Size

Max

Weight (Ibs)

Operating

PSI (70F)

3/8"
1/2"
3/4"
1"
1-1/4"
1-1/2"
o

150
150
150
150
150
150
150

0.33
0.42
0.40
0.46
1.40
1.47
1.62

Std Pack

Qty

25
25
25
25
10
10
10

Part #

FE-038-DP
FE-050-DP
FE-075-DP
FE-100-DP
FE-125-DP
FE-150-DP
FE-200-DP

Water
Suction
and
Discharge
Hose

Petroleum,

Steam and

Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

UNIVERSAL MALE END

Gasket Material :NBR

Size Max
Operating
PSI (70F)

1/2" 150 0.40
3/4" 150 0.46
1" 150 0.55

25
25
25

Weight (Ibs) Std Pack Qty

Part #

ME-050-DP
ME-075-DP
ME-100-DP

UNIVERSAL HOSE END

Gasket Material :NBR

Size Max Operating Weight (Ibs)

PSI (70F)

3/8" 150
1/2" 150
3/4" 150
1" 150
1-1/4" 150
1-1/2" 150
2" 150

0.35
0.42
0.46
0.62
1.59
1.87
2.42

Std Pack Qty

25
25
25
25
10
10
10

Part #

HE-038-DP
HE-050-DP
HE-075-DP
HE-100-DP
HE-125-DP
HE-150-DP
HE-200-DP

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Cam
and
Groove

Nipples
Menders
and
Shank
Fittings

Clamps

High
Pressure
Fittings

Mine
Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index
and
Technical
Information

Quality Products, Competitive Prices, Outstanding Service
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|E§ ’ BUCHANAN RUBBER LTD.

s | UNIVERSAL FEMALE END STAINLESS

Purpose

Hose

Gasket Material :NBR
Wat
Suction Size Max Weight (Ibs)  Std Pack Qty Part #

and

Discharge Operating PSI

Hose (7o|:)
Petroleum, 1/2" 150 0.44 25 FE-050-SS
Steam and

Chemical 3/4" 150 0.55 25 FE-075-SS
Hose 1" 150 0.66 25 FE-100-SS

Rubber

Material

Handins | UNIVERSAL MALE END STAINLESS

postic . Gasket Material :NBR
Hfano(gg] o Size Max Operating Weight (Ibs) Std Pack Qty Part #
PSI (70F)
1/2" 150 0.44 25 ME-050-SS
3/4" 150 0.55 25 ME-075-SS
1" 150 0.66 25 ME-100-SS

Food Hose
Ducting

Auto
Truck and
Marine
Hose

rrefese |UNIVERSAL HOSE END STAINLESS

Welding
and

otherHose Gasket Material :NBR

Cam Size Max Operating Weight (Ibs) Std Pack Qty Part #
and PSI (70F)

Groove
Nipples 1/2" 150 0.44 25 HE-050-SS
Menders 3/4" 150 0.57 25 HE-075-SS

and

Shank 1" 150 0.66 25 HE-100-SS

Fittings

Clamps

High

Pressure

fnes | UNIVERSAL FEMALE END BRASS

Mine

__Fitings Gasket Material :NBR

Size Max Weight (Ibs) Std Pack Qty Part #
Operating PSI
(70F)

3/8" 150 0.44 25 FE-038-B
1/2" 150 0.44 25 FE-050-B
3/4" 150 0.55 25 FE-075-B

1" 150 0.55 25 FE-100-B

Air
Fittings

Valves

Sandblast

Fire
Fittings

Pipe
Fittings
Sheet
Rubber

Index
and
Technical
Information

Phone: 1-888-775-HOSE (4673) Fax: 1-888-990-HOSE (4673) www.buchananrubber.com
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UNIVERSAL MALE END BRASS

Gasket Material

:NBR

Size

3/8"

1/2"

3/4"
1"

Max

Operating PSI

(70F)
150
150
150
150

Weight (Ibs)  Std Pack Qty

0.35
0.46
0.55
0.59

25
25
25
25

Part #

ME-038-B
ME-050-B
ME-075-B
ME-100-B

UNIVERSAL HOSE END BRASS

Gasket Material

3/8"

1/2"

3/4"
1"

:NBR
Size Max Operating Weight (Ibs)

PSI (70F)

150
150
150
150

0.37
0.44
0.55
0.66

Std Pack Qty

25
25
25
25

Part #

HE-038-B
HE-050-B
HE-075-B
HE-100-B

UNIVERSAL BLANK END

Gasket Material

L

Safety Information :

:NBR

Description

UNIVERSAL BLANK END

Max
Operating
PSI (70F)

150

Weight
(Ibs)

0.42

Part #

BE-300-DP

For air use on 1/2"-1" sizes only. To avoid injury do not use with steam hose

UNIVERSAL BLANK END STAINLESS

Air and

General

Purpose
Hose

Water
Suction
and
Discharge
Hose

Petroleum,

Steam and

Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Cam
and
Groove

Nipples
Menders
and
Shank
Fittings

Clamps

High
Pressure
Fittings

Mine
Fittings

Gasket Material

:NBR
Description

UNIVERSAL BLANK END STAINLESS

Safety Information :

Max

Operating
PSI (70F)

150

Weight

Part #

BE-300-SS .

For air use on 1/2"-1" sizes only. To avoid injury do not use with steam hose

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index
and
Technical
Information

Quality Products, Competitive Prices, Outstanding Service
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|E§ ’ BUCHANAN RUBBER LTD.

Air and
General
Purpose

UNIVERSAL TRIPLE CONNECTOR

Gasket Material :NBR
Water
Suction
and [
Discharge
Hose

Description

Petroleum,

Steam and

Chemical
Hose

Max Weight Part #
Operating (Ibs)
PSI (70F)
UNIVERSAL TRIPLE CONNECTOR
Material

150 1.10
Handling

UW-300-DP
UNIVERSAL WASHER

Rubber

Plastic P
Material Description
Handling

Hose

UNIVERSAL WASHER LARGE
UNIVERSAL WASHER SMALL
Food Hose

Weight (Ibs) Part #
0.02 UG-4-R
0.01 UG-2-R
Auto
Truck and
Marine

Hoe | UNIVERSALS SAFETY CLIP

and
Other Hose

Ducting

Description
Cam k 3
and

l
Groove

Weight Part #
(Ibs)
= SAFETY PIN FOR UNIVERSALS
»)
Nipples
Menders
and

0.01
SAFETY CLIP FOR UNIVERSALS
Shank

0.01 US-0-S
Fittings
Clamps

us-o-p

High
Pressure
Fittings

Mine
Fittings

Air
Fittings

Valves

Sandblast

Fire
Fittings

Pipe
Fittings

Sheet
Rubber

Index
and
Technical
Information

Phone: 1-888-775-HOSE (4673)

Fax: 1-888-990-HOSE (4673)
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NATIONAL QUICK RELEASE AIR

NATIONAL SERIES A COUPLING

Size

1/2"
3/4"
3/8"
1/2"
3/4"
1"
3/8"
1/2"
3/4"
3/8"
1/2"
3/4"
1"

Thor #

2071
22081
2077
2078
2079
2080
101049
72569
22434
2073
2074
2075
2076

Dixon #

PFL8
PFL12
PF6
PF8
PF12
PF16
PML6
PML8
PML12
PM6
PM8
PM12
PM16

Weight

(Ibs)
0.66
0.57
0.29
0.44
0.40
0.42
0.46
0.46
0.66
0.33
0.33
0.44
0.64

Std Pack

Qty
50

50
50
50
50
50
50
50
50
50
50
50
50

Part #

FLS-08
FLS-12
FS-06

FS-08 -

FS-12 e &0
FS-16 S ==

~

(

Ms

/

MLS-06 5
MLS-08
MLS-12
MS-06
MS-08
MS-12
MS-16

"

=

LS

NATIONAL SERIES A HOSE END

AR it
T

Size
3/8"
1/2"
3/4"
1"

Thor #
2070
2071
2072
22657

Dixon #
PHL6
PHL8
PHL12
PHL16

Weight (Ibs) Std Pack Qty Part #

0.51
0.55
0.55
0.97

50 NHS-06
50 NHS-08
50 NHS-12
50 NHS-16

NATIONAL SERIES A BRASS

Air and

General

Purpose
Hose

Water
Suction
and
Discharge
Hose

Petroleum,

Steam and

Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Cam
and
Groove

Nipples
Menders
and
Shank
Fittings

Clamps

High
Pressure
Fittings

Size
3/4"
3/4"
1/2"
3/4"

Weight (Ibs)

0.46
0.51
0.62
0.00

50
50
50
50

Std Pack Qty

Part #
FB-12
MB-12
NHB-08
NHB-12

Mine

Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index
and
Technical
Information

Quality Products, Competitive Prices, Outstanding Service
9



|E§ ’ BUCHANAN RUBBER LTD.

10

sews | NATIONAL SERIES B FEMALE HEAD X FEMALE NPT
frisny
Water Size Dixon # Weight (Ibs) Std Pack Qty Part #
S i‘L 3/8" QM101 0.50 50 BFF-06
Dhiree g 1/2" QM102 0.48 50 BFF-08
Petroloum. 3/4" QM103 0.40 50 BFF-12
Steam and
Ct:_t'amical
ose
— NATIONAL SERIES B FEMALE HEAD X MALE NPT
lzﬂ‘étglrj?;
andlin
Hose Size Dixon #  Weight (Ibs) Std Pack Qty Part # :
Plastic 3/8" QM61 0.32 50 BFM-06 = k|
Material
Hfj]rwtglir?g 1/2" QM62 0.33 50 BFM-08 o
ose
3/4" QM63 0.36 50 BFM-12 g
Food Hose
Ducting
— NATIONAL SERIES B FEMALE HEAD X SHANK
Tr’\L/JI:kloz-md
arine
Hose = Size Dixon # Weight (Ibs) Std Pack Qty Part #
Fire Hose 7::- 3/8" QM21 0.34 50 BFH-06
Welding E3 1/2" QM22 0.38 50 BFH-08
ot e €3 3/4" QM23 0.41 50 BFH-12
Carg
cooe | NATIONAL SERIES B MALE HEAD X FEMALE NPT
Nenders
S_i‘,g‘;k Size Dixon # Weight (Ibs)  Std Pack Qty Part # ‘ é’;
ritings 3/8" QM81 0.58 50 BMF-06 EZ
Clamps 1/2" QM82 0.76 50 BMF-08 & 2l
High 3/4" QM83 0.65 50 BMF-12 S
Pressure
Fittings
aings | NATIONAL SERIES B MALE HEAD X MALE NPT
FAir
»
— Description Dixon # Weight Std Pack Part #
Valves . (le) Qty
Sandblast €& 3/8"MALE HEAD X MALE NPT QM41 0.56 50 BMM-06
Z
F_Ftit;e éfi = 1/2"MALE HEAD X MALE NPT QM42 0.57 50 BMM-08
%S Y 1/2"MALE LOCKING HEAD X MALE NPT QM66 0.64 50 BMM-08LN
ipe 3
Fittﬁwgs 3/4"MALE HEAD X MALE NPT QM43 0.61 50 BMM-12
g:sgér 3/4"MALE HEAD X MALE NPT LN QM88 0.65 50 BMM-12LN
- Product Information : Suffix of LN indicates a part with locking nut
and
Technical
Information
Phone: 1-888-775-HOSE (4673) Fax: 1-888-990-HOSE (4673) www.buchananrubber.com




NATIONAL SERIES B MALE HEAD X SHANK

Size Dixon # Weight (Ibs) Std Pack Qty Part #
3/8" QM2 0.60 50 BMH-06 g
1/2" QM3 0.65 50 BMH-08 —
1/2" QM33 0.63 50 BMH-08LN €
3/4" QM4 0.61 50 BMH-12 e
3/4" QM44 0.64 50 BMH-12LN
Product Information : Suffix of LN indicates a part with locking nut
NATIONAL GASKET
Description Std Pack Qty Part #
G-100 GASKET FOR A-SERIES 50 NAT-G-100
G-300 GASKET FOR B-SERIES 50 NAT-G-300
VITON GASKET FOR A SERIES
Description Dixon # Std Pack Qty Part #
G-200 VITON GASKET FOR A-SER 452963 50 NAT-G-200
LOCKING KEY EXCLUDING MLS,FLS,FLS
Description Std Pack Qty Part #
LOCKING KEY EXC MLS12,FLS8,FLS12 50 NAT-200-S
LOCKING KEY MLS,FLS,FLS
Description Std Pack Qty Part #
MLS-12,FLS-8,FLS-12 LOCK KEY 50 NAT-201-S
SPRING LOCK FOR NATIONAL CPLG
Description Std Pack Qty Part #
SPRING LOCK FOR NAT CPLG 50 NAT-203-W

Air and

General

Purpose
Hose

Water
Suction
and
Discharge
Hose

Petroleum,

Steam and

Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Cam
and
Groove

Nipples
Menders
and
Shank
Fittings

Clamps

High
Pressure
Fittings

Mine

Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index
and
Technical
Information

Quality Products, Competitive Prices, Outstanding Service
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ALPHABETICAL INDEX

UNIVERSAL BLANK END
UNIVERSAL BLANK END STAINLESS

p/a_UNIV MALE END BRASS . ...
/a4 _UNIVERSAL MALE END.
p/a STAINL.UNIVERSAL MALE END

ALE END BRASS

B/SFEMHEAD X FEM NPT...... ... e

IL_UNIVERSAL MALE END

L/ ZFEM HEAD X FEM NP1

L STAINL.UNIVERSAL MALE END

/a4 FEM HEAD X FEM NP1

NATIONAL MLS-6 CPLG

B/SFEM HEAD X SHANK

NATIONAL MLS-6 CPLG

L/ ZFEM HEAD X SHANK

NATIONAL MLS-1Z2 CPLG

/4 FEM HEAD X SHANK

NATIONAL M5-6 CPLG

/S FEM HEAD X MALE NPT...

NATIONAL M5S-6 CPLG

L/ ZFEM HEAD X MALE NP1

NATIONAL MS-172 CPLG

B/AFEM HEAD X MALE NPT
BZ8"MALE HEAD X FEM NPT
[ZZ"MALE HEAD X FEM NPT
BZZ"™MALE HEAD X FEM

B/S MALE HEAD X SHANK
L/ Z MALE HEAD X SHANK

NATIONAL MS-16 CPLG

MLS-1Z,FLS-S,FL5-12 LOCK KEY

L/ Z MALE LOCKING HEAD X SHANK

BPRING LOCK FOR NAT CPLG

/a4 MALE HEAD X SHANK...

E-100 GASKET FOR A-SERIES.

/4 MALE LOCKING HEAD X SHANK

E-200 VITON GASKET FORK A-SER

/S MALE HEAD X MALE NP1,

E-o00 GASKET FOR B-SERIES..............

LW/ Z MALE HEAD X MALE NPT............

L/ Z BRASS NATIONAL AS1Z AOSE END.

L/ Z MALE LOCKING HEAD X MALE NP1,

/4 BRASS NATIONAL AS1Z AOSE END.

/a4 MALE HEAD X MALE NPT............ 14

B/s NATIONAL HS6 HOSE END

/a4 MALE HEAD X MALE NPT LIN.

F

B/4a BRASS NATIONAL FS1Z FEMALE END....

L/ Z NATIONAL FSe HOSE END...
/a4 NATIONAL AS1Z AOSE END.

L NATIONAL ASI16 HOSE END

DPNIVERSAL WASHER LARGE. .

BAFETY PIN FOR UNIVERSALS.

BAFETY CLIFP FOR UNIVERSALS. ... s

Kﬂ.ﬂﬂﬂ

PNIVERSAL TRIPLE CONNECTOR. ... ...

B/a_UNIVERSAL FEM END
/a4 _STAINL.UNIVERSAL FEM END ..
L-UNIVFEMEND BRASS. ... e
L UNIVERSAL FEM END. ... ...
L STAINL.UNIVERSAL FEM END
L-1/4" UNIVERSAL FEM END
L-1/Z2" UNIVERSAL FEM END
K_UNIVERSAL FEM END
NATIONAL FLS-S CPLG
NATIONAL FLS-12 CPLG..
NATIONAL F5-6 CPLG,
NATIONAL FS5-6 CPLG,
NATIONAL FS-12 CPLG...
NATIONAL FS-106 CPLG

o i K Kl kel o fead b end o d Herd e Kol ed b i e i e

H

B/ UNIV HOSE END BRASS. ...
/e UNIVERSAL HOSE END.
/2 UNIV HOSE END BRASS.
/2 UNIVERSAL HOSE END.
L/Z STAIN.UNIVERSAL HOSE END..
p/a__UNIV HOSE END BRASS
p/a__UNIVERSAL HOSE END
/a4 _STAINL.UNIVERSAL HOSE END
L UNIV AOSE END BRASS. ... e
L UNIVERSAL HOSE END . ... e
L STAINL.UNIVERSAL HOSE END
L-1/4" UNIVERSAL AOSE END
L-1/Z2" UNIVERSAL AOSE END
K- UNIVERSAL HOSE END

%555 N5 %NS EIN| N

/4 BRASS NATIONAL MSI1Z MALE END ... ... e |
p/e” UNIV MALE END BRASS
/2" UNIV MALE END BRASS
/2" UNIVERSAL MALE END
/2 STAINL.UNIVERSAL MALE END

13



Temperature Conversions

Start reading either Celsius or Fahrenheit degrees in the shaded column, then look for the Celsius
equivalent in the left column, or the Fahrenheit equivalent in the right column.

F C F C
-148 5.0 105.8 33.3
-130 5.6 107.6 33.9
-112 6.1 109.4 34.4
-94 6.7 111.2 35.0
-76 0.72 113.0 35.6
-58 7.8 114.8 36.1
-40 8.3 116.6 36.7
-22 8.9 118.4 37.2
-4 9.4 120.2 37.8

14 10.0 122.0
0 32 10.6 123.8 43
1 33.8 111 125.6 49
2 35.6 11.7 127.4 54
] 37.4 12.2 129.2 60
4 39.2 12.8 131.0 66
5 41.0 13.3 132.8 71
6 42.8 13.9 134.6 77
7 44.6 14.4 136.4 82
8 46.4 15.0 138.2 88
9 48.2 15.6 140.0 93
10 50.0 16.1 141.8 99
11 51.8 16.7 143.6 100
12 53.6 17.2 145.4 104
13 55.4 17.8 147.2 110
14 57.2 18.3 149.0 116
15 59.0 18.9 150.8 121
16 60.8 19.4 152.6 127
17 62.6 20.0 154.4 132
18 64.4 20.6 156.2 138
19 66.2 21.1 158.0 143
20 68.0 21.7 159.8 149
21 69.8 22.2 161.6 154
22 71.6 22.8 163.4 160
23 73.4 23.3 165.2 166
24 75.2 23.9 167.0 170
25 77.0 24.4 168.8 171
26 78.8 25.0 170.6 177
27 80.6 25.6 172.4 182
28 82.4 26.1 174.2 186
29 84.2 26.7 176.0 188
30 86.0 27.2 177.8 193
31 87.8 27.8 179.6 198
32 89.6 28.3 181.4 199
33 91.4 28.9 183.2 204
34 93.2 29.4 185.0 208
35 95.0 30.0 186.8 210
36 96.8 30.6 188.6 216
37 98.6 31.1 190.4 221
38 100.4 31.7 192.2 227
39 102.2 32.2 194.0 232

40 104.0 32.8 195.8




Distance Conversions

MM INCHES MM INCHES MM INCHES MM INCHES
FRACTION | DECIMAL FRACTION | DECIMAL FRACTION | DECIMAL FRACTION | DECIMAL
0.3969 1/64 0.0156 6.7469 17/64 0.2656 13.0969 33/64 0.5156 19.4469 49/64 0.7656
0.7938 1/32 0.0312 7.1438 9/32 0.2812 13.4938 17/32 0.5312 19.8438 25/32 0.7812
1.1906 3/64 0.0468 7.5406 19/64 0.2968 13.8906 35/64 0.5468 20.2406 51/64 0.7968
1.5875 1/16 0.0625 7.9375 5/16 0.3125 14.2875 9/16 0.5625 20.2375 13/16 0.8125
1.9844 5/64 0.0781 8.3344 21/64 0.3281 14.6844 37/64 0.5781 21.0344 53/64 0.8281
2.3812 3/32 0.0937 8.7312 11/32 0.3437 15.0812 19/32 0.5937 21.4312 27132 0.8437
2.7781 7/64 0.1093 9.1281 23/64 0.3593 15.4781 39/64 0.6093 21.8281 55/64 0.8593
3.1750 1/8 0.1250 9.5250 3/8 0.3750 15.8750 5/8 0.6250 22.2250 7/8 0.8750
3.5719 9/64 0.1406 9.9219 25/64 0.3906 16.2719 41/64 0.6406 22.6219 57/64 0.8906
3.9688 5/32 0.1562 10.3188 13/32 0.4062 16.6688 21/32 0.6562 23.0188 29/32 0.9062
4.3656 11/64 0.1718 10.7156 27164 0.4218 17.0656 43/64 0.6718 23.4156 59/64 0.9218
4.7625 3/16 0.1875 11.1125 7/16 0.4375 17.4625 11/16 0.6875 23.8125 15/16 0.9375
5.1594 13/64 0.2031 11.5094 29/64 0.4531 17.8594 45/64 0.7031 24.2094 61/64 0.9531
5.5562 7132 0.2187 11.9062 15/32 0.4687 18.2562 23/32 0.7187 24.6062 31/32 0.9687
5.9531 15/64 0.2343 12.3031 31/64 0.4843 18.6531 47/64 0.7343 25.0031 63/64 0.9843
6.3500 1/4 0.2500 12.7000 1/2 0.5000 19.0500 3/4 0.7500 25.4000 1 1.0000
Pressure Conversions
Kilograms Kilograms
Kilo- Mega- per Square | lbs per Ibs per Kilo- Mega- per Square
Pascals Pascals Centimeter [Square Inch|{Square Inch| Pascals Pascals Centimeter
(kPa) (Mpa) Bar (bar) | (Kgf/cm 2) (psi) (psi) (kPa) (Mpa) Bar (bar) | (Kgf/cm 2)
100 0.1 1.00 1.0 14.50 10 68.9 0.07 0.7 0.70
200 0.2 2.00 2.0 29.00 20 137.9 0.14 1.4 1.41
300 0.3 3.00 3.1 43.50 30 206.8 0.21 2.1 2.11
400 0.4 4.00 4.1 58.00 40 275.8 0.28 2.8 2.81
500 0.5 5.00 5.1 72.50 50 344.7 0.34 3.4 3.52
600 0.6 6.00 6.1 87.00 60 413.7 0.41 4.1 4.22
700 0.7 7.00 7.1 101.50 70 482.6 0.48 4.8 4.92
800 0.8 8.00 8.2 116.00 80 551.6 0.55 5.5 5.63
900 0.9 9.00 9.2 130.50 90 620.5 0.62 6.2 6.33
1000 1.0 10.00 10.2 145.00 100 689.0 0.70 6.9 7.00
2000 2.0 20.00 20.4 290.10 200 1379.0 1.40 13.8 14.10
3000 3.0 30.00 30.6 435.10 300 2068.0 2.10 20.7 21.10
4000 4.0 40.00 40.8 580.20 400 2758.0 2.80 27.6 28.10
5000 5.0 50.00 51.0 725.20 500 3447.0 3.40 34.5 35.20
6000 6.0 60.00 61.2 870.20 600 4137.0 4.10 41.4 42.20
7000 7.0 70.00 71.4 1015.30 700 4826.0 4.80 48.3 49.20
8000 8.0 80.00 81.6 1160.30 800 5516.0 5.50 55.2 56.30
9000 9.0 90.00 91.8 1305.30 900 6205.0 6.20 62.1 63.30
10000 10.0 100.00 102.0 1450.00 1000 6895.0 6.90 68.9 70.30
20000 20.0 200.00 204.0 2901.00 2000 13790.0 13.80 137.9 140.70
30000 30.0 300.00 306.0 4351.00 3000 20684.0 20.70 206.8 211.00
40000 40.0 400.00 408.0 5802.00 4000 27579.0 27.60 275.8 281.30
50000 50.0 500.00 510.0 7252.00 5000 34474.0 34.50 344.7 351.60
60000 60.0 600.00 612.0 8702.00 6000 41369.0 41.40 413.7 421.90
70000 70.0 700.00 714.0 10153.00 7000 48263.0 48.30 482.6 492.30
80000 80.0 800.00 816.0 11603.00 8000 55158.0 55.20 551.6 562.60
90000 90.0 900.00 918.0 13053.00 9000 62053.0 62.10 620.5 632.90
100000 100.0 1000.00 1020.0 14504.00 10000 68948.0 68.90 689.0 703.00
200000 100.0 2000.00 2040.0 29008.00 20000 137895.0 137.90 1379.0 1406.00
300000 300.0 3000.00 3060.0 43511.00 30000 206843.0 206.80 2068.0 2110.00
40000 275790.0 275.80 2758.0 2813.00
Conversion Table - Feet of Water to Inches of Mercury
Feet of Water 112 4] 6] 8/([10] 12 14 16 20 | 22 24 | 26 | 28 30 | 32 | 34
Inches of Mercury 09(18]35]53]|71|88]106]12.4]|14.1(17.7|19.4| 21.2]23.0] 24.8] 26.5] 28.3]30.0




Water Flow Pressure Loss
(PSI Per 100 Feet Of Hose)

Flow of Flow of Actual Internal Diameter, Inches
water in water in
U.S. gal. cu. feet 1/2" 5/8" 3/4" 1" 11/4" 11/2" 2" 21/2" 3"
per min. per sec.
0.5 0.001 0.4
1.5 0.003 3.02 1.01 0.42
2.5 0.005 7.75 2.58 1.08
5 0.011 27.8 9.27 3.86 0.95 0.32 0.13
10 0.022 99.5 33.2 13.8 3.38 1.14 0.47 0.12
15 0.033 71.0 29.6 7.25 2.45 1.01 0.25 0.08
20 0.044 121.0 50.3 12.4 4.15 1.71 0.42 0.14
25 0.055 76.5 18.7 6.34 2.60 0.64 0.22
30 0.066 108.0 26.5 8.96 3.68 0.90 0.30 0.13
35 0.077 142.0 34.8 11.8 4.83 1.18 0.40 0.17
40 0.088 44,7 15.1 6.20 1.52 0.51 0.21
45 0.099 55.0 18.6 7.65 1.87 0.63 0.26
50 0.110 67.5 22.8 9.35 2.28 0.78 0.32
60 0.132 94.3 31.8 13.1 3.19 1.08 0.45
70 0.154 126.0 42.5 17.5 4.25 1.44 0.60
80 0.176 54.6 22.5 5.48 1.86 0.77
90 0.198 67.5 27.8 6.80 2.30 0.95
100 0.223 81.5 33.5 8.19 2.78 1.15
125 0.278 124.0 50.6 12.4 4.20 1.73
150 0.334 72.1 17.6 6.97 2.46
175 0.390 94.5 23.1 7.83 3.23
200 0.446 122.0 29.6 10.1 4.15
225 0.501 36.8 12.5 5.15
250 0.557 44.6 15.2 6.28
275 0.613 53.3 18.1 7.45
300 0.688 62.5 21.2 8.75
325 0.724 72.5 24.6 10.2
350 0.780 83.2 28.2 11.7
375 0.836 94.5 32.1 13.3
400 0.891 107.0 36.2 14.9
450 1.00 44.9 18.6
500 1.11 54.5 22.5
600 1.34 76.5 31.6
700 1.56 102.0 42.1
800 1.78 131.0 53.9
900 2.00 66.8
1000 2.23 81.4
1100 2.45 97.0
1200 2.67 114.0
1300 2.90 132.0
1400 3.12
1500 3.34
1600 3.56
1800 4.01
2000 4.45
The pressure loss of liquid flowing through a hose depends on the rate of flow, the hose 1.D, the smoothness of the tube, the viscosity of the

liquid, and the hose length. This chart shows the relationship between rate of flow, 1.D and pressure loss for water at 68F with a viscosity of

one centipoise. The pressure is directly proportional to the length of the hose, therefore, the data shown, can be extended by use of
proportions.




Steam Temperature - Pressure Conversion Guide

Temperature - Pressure equivalents of saturated steam gauge pressure at sea level

Temperature Temperature Temperature
F C F C F C
212 100.0 286 141.1 336 168.9
214 101.1 287 141.7 337 169.4
216 102.2 288 142.2 338 170.0
218 103.3 289 142.8 339 170.6
220 104.4 290 143.3 340 171.1
222 105.6 291 143.9 341 171.7
224 106.7 292 144.4 342 172.2
226 107.8 293 145.0 343 172.8
228 108.9 294 145.6 344 173.3
230 110.0 295 146.1 345 173.9
232 111.1 296 146.7 346 174.4
234 112.2 297 147.2 347 175.0
236 113.3 298 147.8 348 175.6
238 114.4 299 148.3 349 176.1
240 115.6 300 148.9 350 176.7
242 116.7 301 149.4 352 177.8
244 117.8 302 150.0 354 178.9
246 118.9 303 150.6 356 180.0
248 120.0 304 151.1 358 181.1
250 121.1 305 151.7 360 182.2
252 122.2 306 152.2 362 183.3
254 123.3 307 152.8 364 184.4
256 124.4 308 153.3 366 185.6
258 125.6 309 153.9 368 186.7
260 126.7 310 154.4 370 187.8
261 127.2 311 155.0 372 188.9
262 127.8 312 155.6 374 190.0
263 128.3 313 156.1 376 191.1
264 128.9 314 156.7 378 192.2
265 129.4 315 157.2 380 193.3
266 130.0 316 157.8 382 194.4
267 130.6 317 158.3 384 195.6
268 131.1 318 158.9 386 196.7
269 131.7 319 159.4 388 197.8
270 132.2 320 160.0 390 198.9
271 132.8 321 160.6 392 200.0
272 133.3 322 161.1 394 201.1
273 133.9 323 161.7 396 202.2
274 134.4 324 162.2 398 203.3
275 135.0 325 162.8 400 204.4
276 135.6 326 163.3 402 205.5
277 136.1 327 163.9 404 206.7
278 136.7 328 164.4 406 207.8
279 137.2 329 165.0 408 208.9
280 137.8 330 165.6 410 210
281 138.3 331 166.1 412 211.1
282 138.9 332 166.7 414 212.2
283 139.4 333 167.2 416 213.3
284 140.0 334 167.8 418 214.4
285 140.6 335 168.3 420 215.6

Degrees Celsius = 5/9 (Degrees F -32)



172"
hose

5/8"
hose

3/4"
hose

Open-End Flow (GPM)

Pressure Hose Length, feet Pressure Hose Length, feet
at Inlet, at Inlet,
psi 25 50 75 100 125 150 200 300 psi 25 50 75 100 125 150 200 300
30 10.4 6.2 5.6 4.8 4.3 3.8 3.3 2.6 30 68.0 46.2 37.5 32.0 28.5 25.8 22.0 17.8
40 12.1 8.5 6.2 5.6 5.0 4.5 3.8 3.2 40 79.0 54.4 44.0 37.5 33.0 30.0 25.8 20.8
50 13.8 9.4 7.5 6.4 5.6 5.1 4.0 3.5 50 89.0 62.0 49.0 42.0 37.5 34.0 29.0 23.3
60 15.2 10.4 8.5 7.1 6.2 5.6 4.9 3.8 60 100.0 68.0 54.4 46.2 41.8 37.5 32.0 25.8
70 16.6 11.2 9.0 7.8 6.8 6.2 5.3 4.2 1" 70 — 74.0 59.0 51.0 45.0 40.8 37.3 28.0
80 18.0 12.1 9.8 8.5 7.3 6.6 5.6 4.5 hose 80 — 79.0 63.0 54.4 48.0 43.0 37.5 30.0
90 19.0 13.0 10.4 8.8 7.7 7.1 6.0 4.8 90 — 84.0 68.0 58.0 51.8 46.2 40.0 32.0
100 20.1 13.8 11.0 9.4 8.5 7.5 6.4 4.9 100 — 89.0 71.0 62.0 54.4 49.0 42.0 34.0
125 22.8 15.5 12.5 10.5 9.4 8.5 7.2 5.8 125 — 101.0 80.0 68.0 62.0 55.8 47.8 38.0
30 18.1 12.5 10.3 8.7 7.7 7.0 6.0 4.9 50 — 110.0 85.0 72.0 56.0 58.0 50.0 42.0
40 21.4 14.8 12.5 10.3 9.0 8.3 7.0 5.7 11/4" 75 — 130.0 110.0 90.0 80.0 73.0 64.0 52.0
50 23.9 16.5 13.2 11.4 10.3 9.2 7.9 6.3 hose 100 — 150.0 125.0 | 110.0 92.0 85.0 73.0 58.0
60 26.5 18.1 14.8 12.5 11.2 10.3 8.7 7.0 150 — — 150.0 [ 130.0 120.0 [ 110.0 90.0 67.0
70 27.5 20.0 16.0 13.7 12.0 11.0 10.0 7.6 50 — 140.0 | 115.0 96.0 85.0 75.0 65.0 54.0
80 30.6 21.4 16.8 14.8 13.0 11.8 10.3 8.3 13/8" 75 — 170.0 | 140.0 | 125.0 | 110.0 96.0 84.0 67.0
90 32.5 22.5 18.1 15.5 14.0 12.5 10.5 8.7 hose 150 — — 205.0 170.0 155.0 140.0 125.0 97.0
100 34.5 23.9 19.0 16.6 14.8 13.2 11.4 9.2 50 — 180.0 150.0 [ 130.0 120.0 [ 105.0 90.0 74.0
125 39.0 27.0 21.5 18.5 16.6 15.0 12.9 105 | 11/2" 75 — 230.0 180.0 | 160.0 145.0 | 130.0 120.0 90.0
30 31.0 21.3 17.2 14.8 13.0 11.8 10.2 8.2 hose 100 — 260.0 | 220.0 | 180.0 170.0 [ 150.0 130.0 [ 105.0
40 36.0 25.0 20.0 17.2 15.2 13.8 11.8 9.4 150 — — 260.0 | 230.0 | 205.0 | 180.0 160.0 | 130.0
50 41.0 28.0 22.5 19.2 17.2 15.5 13.2 10.7 2" 75 — 480.0 | 380.0 | 330.0 | 290.0 | 270.0 | 230.0 | 180.0
60 45.5 31.0 25.0 21.3 19.0 17.2 14.8 11.8 hose 100 — 550.0 | 450.0 | 380.0 | 350.0 | 310.0 | 260.0 | 215.0
70 49.5 34.0 27.2 23.5 21.0 18.8 17.1 12.8 125 — — 550.0 | 480.0 | 425.0 | 380.0 | 330.0 | 265.0
80 53.0 36.0 29.1 25.0 22.0 20.0 17.2 13.8
90 56.2 39.0 31.0 27.0 23.8 21.3 18.2 14.8
100 60.0 41.0 33.0 28.0 25.0 22.6 19.2 15.5
125 68.0 46.0 37.5 32.0 23.0 25.8 21.8 17.5
Force Chart
Force (In Pounds)

Hose 25 50 75 100 150 200 250 300 500 1000

1.D. PSI PSI PSI PSI PSI PSI PSI PSI PSI PSI

1/4" 1 2 4 5 7 10 12 15 25 49

3/8" 3 6 8 11 17 22 28 33 55 110

1/2" 5 10 15 20 29 39 49 59 98 196

3/4" 11 22 33 44 66 88 110 133 221 442

1" 20 39 59 79 118 157 196 236 393 785

1-1/4" 31 61 92 123 184 245 307 368 614 1227

1-1/2" 44 88 133 177 265 353 442 530 884 1767

2" 79 157 236 314 471 628 785 942 1571 3142

2-1/2" 123 245 368 491 736 982 1227 1473 2454 4909

3" 177 353 530 707 1060 1414 1767 2121 3534 7069

4" 314 628 942 1257 1885 2513 3142 3770 6283 12566

5" 491 982 1473 1964 2945 3927 4909 5891 9818 19635

6" 707 1414 2121 2827 4241 5655 7069 8482 14137 | 28274

8" 1257 2513 3770 5027 7540 10053 | 12566 | 15080 | 25133 | 50266

10" 1964 3927 5891 7854 11781 | 15708 | 19635 [ 23562 [ 39270 | 78540

12" 2827 5655 8482 11310 | 16965 | 22620 | 28274 | 33929 | 56549 | 113098




Flow Data

This table may be used to determine the pressure loss in hose connected to pneumatic tools. Hose
with rough tube may have a friction loss as much as 50% greater than the represented figures. The

represented figures apply to hose with smooth inner tube.

PULSATING FLOW

Air Flow Pressure Loss

Cubic feet free air per minute passing through 50 foot lengths of hose
Size of |Gauge
Hose |press. 20 30 40 50 60 70 80 90 100 110 120 130 140 150
at line
Loss of pressure in pounds per square inch - 50 foot hose length
50 1.8 5.0 10.1 18.1
1/2 in. 60 1.3 4.0 8.4 14.8 23.4
with 70 1.0 3.4 7.0 12.4 20.0 28.4
couplings| 80 0.9 2.8 6.0 10.8 17.4 25.2 34.6
at each 90 0.8 2.4 5.4 9.5 14.8 22.0 30.5 41.0
end 100 0.7 2.3 4.8 8.4 13.3 19.3 27.2 36.6
110 0.6 2.0 4.3 7.6 12.0 17.6 24.6 33.3 44.5
3/4 in. 50 0.4 0.8 1.5 2.4 3.5 4.4 6.5 8.5 11.4 14.2
with 60 0.3 0.6 1.2 1.9 2.8 3.8 5.2 6.8 8.6 11.2
couplings| 70 0.2 0.5 0.9 1.5 2.3 3.2 4.2 5.5 7.0 8.8 11.0
at each 80 0.2 0.5 0.8 1.3 1.9 2.8 3.6 4.7 5.8 7.2 8.8 10.6
end 90 0.2 0.4 0.7 1.1 1.6 2.3 3.1 4.0 5.0 6.2 7.5 9.0
100 0.2 0.4 0.6 1.0 1.4 2.0 2.7 3.5 4.4 5.4 6.6 7.9 9.4 11.1
110 0.1 0.3 0.5 0.9 1.3 1.8 2.4 3.1 3.9 4.9 5.9 7.1 8.4 9.9
50 0.1 0.2 0.3 0.5 0.8 1.1 1.5 2.0 2.6 3.5 4.8 7.0
1in. 60 0.1 0.2 0.3 0.4 0.6 0.8 1.2 1.5 2.0 2.6 3.3 4.2 5.5 7.2
with 70 0.1 0.2 0.4 0.5 0.7 1.0 1.3 1.6 2.0 2.5 3.1 3.8 4.7
couplings| 80 0.1 0.2 0.3 0.5 0.7 0.8 1.1 1.4 1.7 2.0 2.4 2.7 3.5
at each 90 0.1 0.2 0.3 0.4 0.6 0.7 0.9 1.2 1.4 1.7 2.0 2.4 2.8
end 100 0.1 0.2 0.2 0.4 0.5 0.6 0.8 1.0 1.2 1.5 1.8 2.1 2.4
110 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.9 1.1 1.3 1.5 1.8 2.1
50 0.1 0.2 0.2 0.3 0.4 0.5 0.7 1.1
11/4 in. 60 0.1 0.2 0.3 0.3 0.5 0.6 0.8 1.0 1.2 1.5
with 70 0.1 0.2 0.2 0.3 0.4 0.4 0.5 0.7 0.8 1.0 1.3
couplings| 80 0.1 0.2 0.2 0.3 0.4 0.5 0.6 0.7 0.8 1.0
at each 90 0.1 0.2 0.2 0.3 0.3 0.4 0.5 0.6 0.7 0.8
end 100 0.1 0.2 0.2 0.3 0.4 0.4 0.5 0.6 0.7
110 0.1 0.2 0.2 0.3 0.3 0.4 0.5 0.5 0.6
50 0.1 0.2 0.2 0.2 0.3 0.3 0.4 0.5 0.6
11/2 in. 60 0.1 0.2 0.2 0.2 0.3 0.3 0.4 0.5
with 70 0.1 0.2 0.2 0.2 0.3 0.3 0.4
couplings 80 0.1 0.2 0.2 0.2 0.3 0.4
at each
end 90 0.1 0.2 0.2 0.2 0.3
100 0.1 0.2 0.2 0.2
110 0.1 0.2 0.2 0.2

For longer or shorter lengths of hose, the friction loss is proportional to the length, e.g., for 25 ft., half of the above; for
150 ft., three times the above, etc.




Buchanan Rubber has been in business since 1986. At the time of our inception, most Industrial Hose and Coupling
distributors relied on large corporations with high prices, small inventories and long lead times. Our approach to the
market was to give these distributors an alternative source of supply. Buchanan Rubber’s approach was to concentrate
on these three business metrics and offer distributors what they could not consistently receive elsewhere in the market.
This approach combined with the practice of staffing our company with Industry professionals has served our customers
well over the years.

Today, we continue to successfully optimize this model and consistently offer high quality products at extremely
competitive prices, shipped from Canada’s largest inventory - THE SAME DAY.

MISSION: TO BE THE PREMIER CANADIAN SUPPLIER OF INDUSTRIAL HOSE,
COUPLINGS AND SHEET RUBBER, BY PROVIDING QUALITY PRODUCTS,
COMPETITIVE PRICES, AND OUTSTANDING SERVICE.

BUCHANAN RUBBER LID.

CORPORATE HEAD OFFICE
50 Fasken Drive, Units 11 - 21 Rexdale, Ontario M9W 1K5
email: sales@buchananrubber.com

EDMONTON BRANCH

8770 51st Avenue, Edmonton, Alberta T6E 5E8
email: westernsales@buchananrubber.com

T. 1.888.775.HOSE (4673)
F. 1.888.990.HOSE (4673)
www.buchananrubber.com

Distributed By: The information presented in this brochure is to be used as a general guide. This
literature and other literature from Buchanan Rubber is to provide product options
for further investigation by experienced, technically versed users. Due to the varietal
nature of operating conditions and applications, the user is solely responsible for
making the final selection of the product with full understanding that the performance
and safety criteria of the application are met. The product specifications presented here
are subject to change without notice.




