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.1 | SEENOTE#

E=DIA.
4 HOLES
TOTAL PIPE MAX. WT.
arv. | size |MODEL} A B ¢ o E F G |move.| (bs)
23 3-v4° 5112 5-7iBY L 4-114% 5/8° 1 1-3/4" 3 4 [
24 3-3/4 6-1/2 7 4-112 518 1-314 3 4 8
25 4-118 7-3/8 8 5114 518 1-3/14 3 4 be ]
26 5 9-114 10-3/8 6-1/4 518 1-3/4 3 4 12
27 6 11-3/8 12-112 7-114 518 2-314 4 6 22
28 7 13-3/8 14-142 8-1/4 518 2-314 4 6 36
28 8 15 15-31/4 10 3/4 4 6 8 45
30 4] 17 17-314 11 314 4 6 8 /2
at | oara | 18314 |201/8 |12 ala | 4 6 8 95
32 11-1/8 21-118 22-118 13-1/2 718 , 4 6 8 110
33 |121/8 | 2318 |241/8 |14172 | 718 | 6 8 8 125
34 |13 25 265/8 |151/2 | 7/8 | 6 8 8 155
35 14-3/4 | 27-3/4 28-518 17-1/2 1-118 6 8 12 240
36 16-1/2 | 31112 | 32-5/8 19-112 1-1/8 6 8 12 285
NOTES:
#1 - MODEL 29 TO 36 (4) BOLTS — MODEL 23 TO 28 {2) BOLTS
#2- MATERIAL: CARBONSTEEL  FINISH: ONE COAT OF PAINT
SEE PAGE 2 FOR MODEL SELECTION GUIDE.
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MODEL SELECTION CHART — SPIDER GUIDES

INSULATION THICKNESS
PIPESIZE 1 110 2" 215" 3" 3% 4"
1 23 23 24 25 26 26 27
% 23 24 25 26 26 27 27
1 23 24 25 26 26 27 27
114 23 24 25 26 2 27 27
1% 24 24 25 26 26 27 27
2 24 25 2 26 27 27 28
2 25 25 26 26 27 27 28
3 25 26 26 27 27 28 28
4 26 26 27 27 28 28 29
5 27 27 27 28 28 29 30
6 27 27 28 28 29 30 30
8 28 28 29 30 30 3 31
10 30 30 30 31 31 32 32
12 31 31 31 32 32 33 33
14 32 32 32 32 33 33 34
16 33 33 33 33 34 34 35
18 34 34 34 34 35 35 36
20 35 35 35 35 36 36 36
24 36 36 3% 36 ~ - -

When ordering Spider Guides, specily insulation thickness.
Spider available for Copper Tubing. Contact factory for pricing.
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